stationary power tools

TCS180C

VDE approved no-volt switch.

Portable tile cutting saw supplied with a water cooled

80mm continuous rim diamond blade for cutting ceramic

tiles, quarry tiles and slates. Features include: bevel
cutting guide (0-45°); blade guard; riving knife; straight
fence for parallel cuts and water tray for cooling the
diamond blade and reducing dust while cutting. Fitted
with a BS approved non-rewireable 3 pin moulded plug

and cable. Display carton.
Specification:

Maximum depth of cut at 90°
Maximum depth of cut at 45°
Blade diameter

Bore size

Speed

Table size

Overall dimensions

Weight

08173 Tile Cutting Saw
10350 Diamond Blade

DE1245

... 30mm

.. 17mm

... 180mm

... 25.4mm

... 2950r/min

... 360 x 340mm

... 360 x 340 x 230mm
.. 7Kg

- €134.95P
- €13.73D

Features: * Industrial quality * Triple stage filtration up to
0.5 micron ¢ 100mm tangential inlet * Cloth drum filter,

paper and cartridge motor filters

Supplied complete with 2M x 102mm dia. hose with soft
cuff connectors, six spare paper motor filters, BS
approved non-rewireable 3 pin moulded plug and 2.4M

(approx.) cable. Carton packed.
Specification:

Motor-multistage

Air flow (102mm dia. hose)
Overall size

... 1200W
.. b4l/sec
.. Height: 695mm

.. Base: 460mm dia.

Capacity
Weight

40130

DE2400

. 451
. 14kg

- €243.75P

Features: * Industrial quality » Triple stage filtration up to
0.5 micron ¢ 100mm tangential inlet » Cloth drum filter,

paper and cartridge motor filters

Supplied complete with 2M x 102mm dia. hose with soft
cuff connectors, two paper cartridge motor filters, six
spare paper motor filters, BS approved non-rewireable 3
pin moulded plug and 2.4M (approx.) cable. Carton

packed.

Specification:
Motor-multistage

Air flow (102mm dia. hose)
Overall size

.. 2x 1200W
.. 108L/sec
.. Height: 610mm

.. Base: 580mm dia.

Capacity
Weight

40131

... 90L
.. 18kg

- €467.25P
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tiles, quarry tiles and slates. Features include: bevel
cutting guide (0-45°); blade guard; riving knife; straight
fence for parallel cuts and water tray for cooling the
diamond blade and reducing dust while cutting. Fitted
with a BS approved non-rewireable 3 pin moulded plug
and cable. Display carton.
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Specification:
w Maximum depth of cut at 90° ... 15mm
‘ 5 - Maximum depth of cut at 45° ... 10mm
s - Blade diameter ... 80mm
o Bore size ... 22.2mm
- Speed ... 4600rpm
4 Overall dimensions ... 325 x 265 x 100mm
Weight ... 3.9kg
45369 Tile Saw - €54.60P
45372 Diamond Blade - €7.88D

DAVE SAYS

Cyclonic Inlets on Draper Dust Extractors. Our dust extractors have tangential

inlets. This cyclonic action improves the efficiency to remove a broader spectrum QUAE:;;(E“A’EEE%THE
of contained particles. Put simply this means that the extraction power of the
machines is higher than standard machines of a similar motor power.

Prices are list, each and exclude VAT.



