GDM2

Manufactured to EN 12413 Specifications

Glassfibre reinforced resinoid bonded aluminium oxide.
Grit grade A24-R-BF 80. Maximum working speed
80m/sec. Sold loose.

41520 100mm  16.0mm  6.0mm - €1.75D
41521  115mm  22.2mm  6.0mm - €2.16D
41524 230mm  22.2mm  6.0mm - €6.24D

CWMF2

Manufactured to EN 12413 Specifications

Glassfibre reinforced resinoid bonded aluminium oxide.
Grit grade A30-S-BF 80 medium hard. Maximum
working speed 80m/sec. Sold loose.

41525  75mm 10mm 1.6mm - €1.10D
07986 100mm 10mm 1.6mm - €1.34D
41526 100mm 16mm 2.5mm - €1.34D
41528 115mm  22.2mm 1.2mm - €1.82D
41527 115mm  22.2mm  2.5mm - €1.87D
41530 125mm  22.2mm  2.5mm - €1.97D
41531  180mm  22.2mm  3.0mm - €2.83D
41533 230mm 222mm  2.0mm - €4.42D
41532 230mm  22.2mm  3.0mm - €3.62D
41534 300mm  25.4mm  2.8mm - £€5.98D
41535 353mm  25.4mm  2.8mm - €8.14D

Manufactured to EN 12413 Specifications

Glassfibre reinforced resinoid bonded aluminium oxide.
Grit grade A30-S-BF 80 medium hard. Maximum
working speed 80m/sec. Sold in cartons.

* Stock No. 41553 is sold as a box of 100 cutting wheels
1 Stock No. 41554 is sold as a box of 25 cutting wheels

41553 115mm
41554  230mm

22.2mm
22.2mm

- €155.42D
- €113.95D

1.0mm
2.0mm

CWSF2

Manufactured to EN 12413 Specifications
Glassfibre reinforced resinoid bonded silicon carbide.
Grit grade C30-S-BF 80 medium hard. Maximum
working speed 80m/sec. Sold loose.

41540 115mm
41545 230mm

22.2mm
22.2mm

2.5mm -
3.0mm -

CwM2

Manufactured to EN 12413 Specifications

Glassfibre reinforced resinoid bonded aluminium oxide.
Grit grade A30-S-BF 80 medium hard. Maximum
working speed 80m/sec. Sold loose.

41536 100mm  16.0mm  2.5mm - €1.32D
41537 115mm  22.2mm  2.5mm - €1.78D
41538 125mm  222mm  2.5mm - €2.09D
41539 230mm 222mm  3.0mm - £€3.84D

Cws2

Manufactured to EN 12413 Specifications
Glassfibre reinforced resinoid bonded silicon carbide.
Grit grade C30-S-BF 80 medium hard. Maximum
working speed 80m/sec. Sold loose.

41548 100mm  16.0mm  2.5mm - €151D

41549 115mm  222mm  2.5mm - €2.02D

41550 125mm  222mm  2.5mm - €2.26D

41551 230mm  222mm  3.0mm - €4.27D
PAUL SAYS

EN 12413: MARKING
OF MATERIAL EXPIRY
DATE ON GRINDING
DISCS AND CUTTING
WHEELS.

As part of the Standard
EN12413, every cutting
wheel or grinding disc
must be manufactured

QUALITY ASSURANCE
MAKES THE DIFFERENCE

with the material expiry date. Ours are simple to
read, being located on the centre rim. We mark
our wheels with year quarter followed by year.

i.e. 2/14 Expires second quarter 2014

power tool accessories

DAVE SAYS

Polycarbide Abrasive
Wheels - ideal for
restoration work, surface
paint removal from metal
and graffiti removal from
granite/brick and stone
as they clean without
damage or leaving
contaminates.

PCCW1

Ideal for use with angle grinders for automotive,
engineering, DIY, marine and other applications for the
removal of paint/rust and other flaking materials.
Manufactured from nylon woven cord with a
polyurethane coating impregnated with silicon carbide
on a plastic backing disc. Display packed.

77883 90 x 16.0mm 8500 max - €11.40D
77884 100 x 22.2mm 7500 max - €11.54D
77885 115x22.2mm 6500 max - €13.30D
77886 150 x 22.2mm 5000 max - £€16.61D
77887 180 x22.2mm 4000 max - €26.38D

PCPD1A

Ideal for use with power tools for automotive,
engineering, DIY and other applications for the removal
of paint/rust and other flaking materials. Nylon woven
cord with a polyurethane coating impregnated with
silicon carbide. Display packed.

40787 63 x 13mm 9500 max. - €4.10D

40788 100 x 13mm 6000 max. - €11.38D

40790 125 x 13mm 5000 max. - €15.36D

40791 150 x 13mm 4000 max. - €16.66D

40792 180 x 13mm 3300 max. - €2477D
FLAP DISCS

Aluminium Oxide and Zirconium Flap Discs
are available. See page 555.

Important Box Qty info: For your convenience we recommend ordering in box quantity or multiples of box quantity where shown.
You can still order in any quantity unless specifically stated otherwise.



