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Multi-purpose machine suitable for the semi-professional

Features: ¢ Stepless amperage adjustment Requires 16A

* Thermal overload protection ® Turbo fan supply and plug

« Direct fit electrode holder and earth lead

Supplied complete with face mask, wheel kit and [1]

transport handle and combined chipping hammer/wire

brush. Carton packed. Thermal Overload
- Protection

Specification:

Rated max. supply current .. 31A

Rated eff. supply current .. 12A E:

Input current ... 16A Fan (Turbo)

Output amperage range ... 40 - 140A

Electrode size .. 1.6-3.2mm —

No load voltage ... 48V Q

Dimensions ... 210 x 390 x 280mm Portable

Weight ... 15kg

43942 - €161.16P Wheel kit
AW162AT =

Features: * Stepless amperage adjustment Polarity

» Thermal overload protection * Turbo fan switch

« Direct fit electrode holder and earth lead (gas/gasless)

Supplied complete with wheel kit and transport handle,
face mask and combined chipping hammer/wire brush.
Carton packed.

Specification:
Rated max. supply current ... 36A Fglgélggg)e(\juire
Rated eff. supply current .. 14A compatible
Input current ... 16A
Output amperage range ... 40 - 160A
Electrode size ... 1.6 -4.0mm =]
No load voltage .. 48V "
Dimensions ... 320 x 610 x 400mm \s’\l’]'gglisg;o'
Weight ... 19.3kg
o,
(-]
43943 - €184.94P Variable wire
speed control
AW222AT
e
Extra heavy duty suitable for tough daily use in industrial
and agricultural environments. gﬂgp}%ﬁh

Features: * Dual voltage 230/400V (single phase)

* Stepless amperage adjustment

» Thermal overload protection * Turbo fan

« Detachable electrode holder and earth lead

Supplied complete with wheel kit, transport handle, face
mask and combined chipping hammer/wire brush.
Carton packed.
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Direct torch
connector

=
Specification:
Rated max. supply current ... 34/26A (230/400V) B
Rated eff. supply current ... 14/10A (230/400V) connector
Input current ... 16A
Output amperage range ... 45 - 200A
Electrode size ... 1.6-5.0mm
No load voltage .. 43.5 - 49V PRODUCT INFORMATION MMA KIT
Dimensions ... 320 x 610 x 400mm : ;
. ARC WELDING MACHINES An MMA kit for ltem No. 3 (this
Weight ... 19.7kg ; ; age) and Item No. 1 (page 562) is
Supply current must exceed maximum input pag -1 (pag
amperage requirement of each machine. shown on page 565 (Item No. 3).
Electrodes for Arc Welding are
;| shown on page 570
43944 - €317.98P Y

Important Box Qty info: For your convenience we recommend ordering in box quantity or multiples of box quantity where shown.
You can still order in any quantity unless specifically stated otherwise.



