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Expert Quality, low noise, low vibration, soft grip
ratchet designed for the professional user. Rear rotating
exhaust for user comfort. Rotating air inlet to prevent air
lines tangling. Rubber boot around ratchet head to
minimise in use damage. Display carton.

5224PRO

Specification:
Ultimate torque ... 50Ib-ft (68Nm)
Free speed .. 150r/min

90psi (6.2bar)

Operating air pressure .
.. 4.0cfm (114L/min)

Average air consumption

Minimum hose size .. 38”1.D

Air inlet ... 1/4”BSP

Weight .. 1.2kg

47568 - €68.40P

®
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NEW

5275K/PRO

Expert Quality, low noise, low vibration workshop air
drill. Lightweight and powerful with a reversing facility,
planetary gear system, variable speed trigger and
Jacobs keyless chuck. The composite body makes this a
lightweight but rugged tool that reduces operator fatigue

5277K/PRO

Expert Quality, low noise, low vibration soft grip
workshop air drill. Lightweight and powerful with a
reversing facility, planetary gear system, variable speed
trigger, side handle and Jacobs keyless chuck. Rotating
air inlet to prevent air lines tangling. The composite body
makes this a lightweight but rugged tool that reduces
operator fatigue and the ‘cold sink' effect. Display carton.

and the 'cold sink' effect. Display carton
Specification:
Free speed .. 2600r/min

Operating air pressure
Average air consumption

90psi (6.2bar)
.. 4cfm (114L/min)

Specification:
Spindle thread ... 38" x 24 tpi
Free speed .. 800r/min

Operating air pressure
Average air consumption

90psi (6.2bar)
.. 4cfm (114L/min)

5295PRO

Expert Quality, low noise, low vibration, soft grip
ratchet designed for the professional user. Rear rotating
exhaust for user comfort. Rotating air inlet to prevent air
lines tangling. Hardened ratchet housing for long life.
Display carton.

Specification:
Ultimate torque ... 50Ib-ft (68Nm)
Free speed .. 150r/min

Minimum hose size .. 38"1.D
Air inlet ... 14" BSP
Weight ... 660g

14265

- €106.80P
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5276K/PRO

HEW

Expert Quality, low noise, low vibration soft grip
workshop air drill. Lightweight and powerful with a
reversing facility, planetary gear system, variable speed
trigger and Jacobs keyless chuck. Rotating air inlet to
prevent air lines tangling. The composite body makes
this a lightweight but rugged tool that reduces operator
fatigue and the 'cold sink' effect. Display carton

Specification:
Spindle thread ... 38" x 24 tpi
Free speed .. 1800r/min

Minimum hose size .. 38"I.D

Air inlet ... 14" BSP

Weight .. 1.3kg

14266 - €111.60P

5240PRO

Expert Quality, low noise, low vibration workshop air
screwdriver. Lightweight and powerful with a reversing
facility, planetary gear system and quick change chuck.
Silenced motor outlet for maximum user comfort. The
composite body makes this a lightweight but rugged tool
that reduces operator fatigue and the 'cold sink' effect.
Display carton

Specification:

Hex. drive .. 14"

Free speed ... 1800r/min

Torque .. 10-90Ib-in (1.13-
10.17Nm)

Operating air pressure
Average air consumption
Minimum hose size

Air inlet

Weight

41099

... 90psi (6.2bar)

.. 4.0cfm (114L/min)
.. 3B"1.D

... 14" BSP

.. 1.2kg

- €70.80P

Operating air pressure
Average air consumption
Minimum hose size

Air inlet

Weight

14258

... 90psi (6.2bar)

.. 4cfm (114L/min)
.. 38"1.D

... 14" BSP

.. 1.1kg

- €79.20P

Operating air pressure
Average air consumption
Minimum hose size

Air inlet

Weight

14193

... 90psi (6.2bar)

.. 4cfm (114L/min)
.. 38"1.D

... 14" BSP

.. 1.3kg

- €116.40P

Prices are list, each and exclude VAT.



