Draper Expert air tools

5226PRO

Expert Quality, with patented reversible mechanism to
protect workpiece from sparks. Designed for cutting auto
body panels or light sheet metal. Low noise/ low
vibration; variable speed motor; rotating air inlet to
prevent air line tangle and steel throttle lever with
sprung safety lock-off. Particularly suitable for use in
confined working spaces on autobody repair work.
Display carton.

Specification:
Disc size .. 75x1.6mm
Free speed .. 18,000r/min

Operating air pressure

Average air consumption

... 90psi (6.2bar)
.. 4.0cfm (114L/min)

5228PRO

Expert Quality, low noise, low vibration angle grinder
with steel throttle lever with safety lock off. Spindle lock
for easy disc change. The composite body makes this a
lightweight but rugged tool that reduces operator fatigue
and the ‘cold sink’ effect. Supplied complete with side
handle. Display carton.

Specification:

Disc size ... 115mm
Spindle thread .. M14
Speed (no load) .. 12,000r/min

.. 90psi (6.2bar)

Operating air pressure .
.. 4.0cfm (114L/min)

Average air consumption

Minimum hose size ... 38"1.D

Air inlet ... 14" BSP

Weight ... 900g

47569 5226PRO Cut-Off Tool - €78.00P
41525 CWMF2  75x10mm C/Wheel - €1.03D

Minimum hose size .. 38”1.D

Air inlet ... 14" BSP

Weight .. 2kg

47572 - €168.00P

5227PRO

Expert Quality, with long body specially designed for
better access for cutting exhaust pipes and other auto
body panels or light sheet metal. Variable speed motor;
rotating air inlet to prevent air line tangle and steel
throttle lever with sprung safety lock-off. Display carton.

Specification:
Disc size ... 100 x 2mm
Free speed .. 16,000r/min

.. 90psi (6.2bar)

Operating air pressure .
.. 4.0cfm (114L/min)

Average air consumption

Minimum hose size .. 38"1.D

Air inlet ... 14" BSP

Weight ... 1.8kg

47571 Cut-Off Tool - €128.40P
07986 100 x 10 x 1.6mm C/wheel - €1.18D
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5221PRO

Expert Quality, low noise, low vibration, low weight,
ideal for grinding and polishing metal components such
as cylinder heads, valve ports and small industrial
components. Variable speed motor; rotating air inlet to
prevent air line tangle and steel throttle lever with
sprung safety lock-off. Display carton.

Specification:

Free speed

Operating air pressure
Average air consumption

... 25,000r/min

... 90psi (6.2bar)

... 4.0cfm (114L/min)
. 38"1.D

Minimum hose size .

Air inlet ... 14" BSP

Weight ... 5409

47565 - €48.00P

5220PRO

Expert Quality, low noise, low vibration, low weight,
ideal for grinding and polishing metal components such
as cylinder heads, valve ports and small industrial
components. Variable speed motor; 115° head for
access to awkward locations; rotating air inlet to prevent
air line tangle and steel throttle lever with sprung safety
lock-off. Display carton.
Specification:

Free speed

Operating air pressure
Average air consumption

... 20,000r/min
... 90psi (6.2bar)
.. 4.0cfm (114L/min)

Minimum hose size .. 38"1.D

Air inlet ... 14" BSP

Weight ... 6409

47564 - €72.00P

5222PRO

Expert Quality, low noise, low vibration, ideal
for grinding and polishing metal components such as
cylinder heads, valve ports and small industrial
components. Variable speed motor; rotating air inlet to
prevent air line tangle and steel throttle lever with
sprung safety lock-off. Display carton.

Specification:

Free speed

Operating air pressure
Average air consumption

... 20,000r/min
... 90psi (6.2bar)
.. 4.0cfm (114L/min)

Minimum hose size .. 38”1.D

Air inlet ... 14" BSP

Weight ... 700g

47566 - €60.00P

Prices are list, each and exclude VAT.



