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section 12compressors

DA150/392B

150L 230V 2.2kW Stationary Belt-Driven Air
Compressor
Features: • 2.2kW (3HP) • High output • Thermal motor
protection overload and on/off pressure switch • Sturdy
base • Carton packed on pallet
Specification:
Air displacement ... 13.8cfm (390L/min)
Free air delivered (FAD) ... 9.3cfm (262L/min)
Input Current ... 16A
Speed ... 1420r/min
Maximum pressure ... 145psi (10bar)
Number of cylinders ... 2
Receiver capacity ... 150L
Dimensions ... 1370 x 400 x 800mm
Weight ... 75kg

Stock Box Price
No. Qty each
69337 – €1047.02P
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DA200/300C

200L 230V 2.2kW V-Twin Belt-Driven Air
Compressor
Features: • 2.2kW (3HP) • Belt-driven • Suitable for
workshop use • Efficient twin V-cylinder cast iron pump •
Twin outlet valve • Thermal motor protection overload,
on/off pressure switch, pressure regulator and pressure
gauge • Wheels and transport handle • Carton packed
on pallet
Specification:
Air displacement ... 10.4cfm (295L/min)
Free air delivered (FAD) ... 7.2cfm (204L/min)
Input Current ... 16A
Speed ... 1450r/min
Maximum pressure ... 145psi (10bar)
Number of cylinders ... 2
Receiver capacity ... 200L
Dimensions ... 1550 x 500 x 1000mm
Weight ... 113kg

Stock Box Price
No. Qty each
77002 – €982.80P
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DA270/840

270L 415V 5.5kW Belt-Driven Stationary Air
Compressor
Features: • 2.2kW (3HP) • Three phase • Suitable for
workshop use • Twin outlet valve • Thermal motor
protection overload, on/off pressure switch, pressure
regulator and pressure gauge • Carton packed on pallet
Specification:
Air displacement ... 29.7cfm (846L/min)
Free air delivered (FAD) ... 19cfm (541L/min)
Input Current ... 32A
Speed ... 1370r/min
Maximum pressure ... 145psi (10bar)
Number of cylinders ... 2
Receiver capacity ... 270L
Dimensions ... 1550 x 500 x 1000mm
Weight ... 147kg

Stock Box Price
No. Qty each
76120 – €2356.49P
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Compressor Oil
Blended amber coloured oil using a high VI
premium grade base oil and selective
additives to provide long term protection
and reliability for compressors. Suitable for
single and multi-stage compressors up to
temperatures of 200°C. Display packed.
Specification:
ISO VG Grade ... 46
Density at 15°C ... 0.871
Viscosity at 40°C ... 46.1
Viscosity at 100°C ... 7.0
Viscosity index ... 108

Stock Part Box Price
No. No. Volume Qty each
34683 CO1000 1L – €11.98D
34684 CO5000 5L – €44.78D
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