Draper Expert Air Tools
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5203PRO

Expert Quality, lower noise, low vibration twin hammer
action, three speed with easy forward and reverse one-
hand, push button operation. Compact size and
lightweight with ergonomic handle design for user
comfort. Rotating air inlet to prevent air lines tangling.
The composite body makes this a lightweight but rugged
tool that reduces operator fatigue and the ‘cold sink'.
Display carton.

Specification:
Ultimate torque ... 240Ib-ft (325Nm)
Free speed .. 11,000r/min

90psi (6.2bar)

Operating air pressure .
.. 4cfm (114L/min)

Average air consumption

Minimum hose size .. 38" 1D

Air inlet ... 14" BSP

Weight .. 1.2kg

43327 - €146.18P
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5204PRO

Expert Quality, lower noise, low vibration high torque
twin hammer action with easy forward and reverse one-
hand operation. Low noise and vibration with rotating air
inlet to prevent air lines tangling. The composite body
makes this a lightweight but rugged tool that reduces
operator fatigue and the 'cold sink' effect. Ergonomic
handle design for user comfort. Display carton.

Specification:
Ultimate torque ... 1200Ib-ft (1627Nm)
Free speed .. 5500r/min

90psi (6.2bar)

Operating air pressure .
.. 6cfm (170L/min)

Average air consumption

Minimum hose size .. 38"I.D

Air inlet ... 38" BSP

Weight .. 3.4kg

48413 - €344.38P
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5201PRO

Expert Quality, lower noise, low vibration high torque
twin hammer action with easy forward and reverse one-
hand operation. Rotating air inlet to prevent air lines
tangling. The composite body makes this a lightweight
but rugged tool that reduces operator fatigue and the
‘cold sink' effect. Ergonomic handle design for user
comfort. Display carton.

Specification:
Ultimate torque ... 600Ib-ft (813Nm)
Free speed .. 7000r/min

... 90psi (6.2bar)
... 4.4cfm (125L/min)
.. 38"1.D

Operating air pressure
Average air consumption

Minimum hose size .

Air inlet ... 14" BSP

Weight .. 2.2kg

41096 - €136.97P

5207PRO

Expert Quality, lower noise, low vibration twin hammer
action, easy forward and reverse one-hand, push button
operation. Compact size and lightweight with ergonomic
handle design for user comfort. 150mm long anvil.
Rotating air inlet to prevent air lines tangling. The
composite body makes this a lightweight but rugged tool
that reduces operator fatigue and the ‘cold sink' effect.
Display carton.

Specification:
Ultimate torque ... 1400Ib-ft (1898Nm)
Free speed .. 5500r/min

90psi (6.2bar)

Operating air pressure .
.. 7cfm (178L/min)

Average air consumption

Minimum hose size .. 12"1.D

Air inlet ... 38" BSP

Weight .. 4.3kg

14211 - €466.22P

5219PRO

Expert Quality, lower noise, low vibration, low weight
with silenced motor outlet for maximum user comfort.
The composite body makes this a lightweight but rugged
tool that reduces operator fatigue and the 'cold sink'
effect. Display carton.

Specification:
Ultimate torque ... 30Ib-ft (41Nm)
Free speed .. 350r/min

... 90psi (6.2bar)
... 4.0cfm (114L/min)
. 38"1D

Operating air pressure
Average air consumption

Minimum hose size .
Air inlet ... 14" BSP
Weight .. 400g

14199 - €110.64P

5218PRO

Expert Quality, lower noise, low vibration, low weight
with wobble anvil and silenced motor outlet for maximum
user comfort. The composite body makes this a
lightweight but rugged tool that reduces operator fatigue
and the 'cold sink' effect. Display carton.

Specification:
Ultimate torque ... 30Ib-ft (41Nm)
Free speed .. 350r/min

90psi (6.2bar)

Operating air pressure .
.. 4.0cfm (114L/min)

Average air consumption

Minimum hose size .. 38"I.D

Air inlet ... 14" BSP

Weight .. 4009

14210 - €110.64P

Prices are list, each and exclude VAT.



