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12V/24V 500A Battery Starter/
Charger with Trolley

For garage and workshop use. With trolley wheels for
easy movement around the workshop or yard. The
starter/charger has thermal overload protection, an
easy-to-read ammeter, battery timer, polarity inversion
and transport handle. Carton packed.
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12V/24V 300A Battery Starter/
Charger with Trolley

For garage and workshop use. With trolley wheels for
easy movement around the workshop or yard. The
starter/charger has thermal overload protection, an
easy-to-read ammeter, polarity inversion and transport
handle. Carton packed.

E Bos230
12V/24V 230A Battery Starter/Charger

For garage and workshop use. The starter/charger has
thermal overload protection, an easy-to-read ammeter,
polarity inversion and a carrying handle. Carton packed.

Specification:

Charging output ... 12124V

Input-single phase ... 230V AC

Charging current effective ... 20A (RMS)
Charging current average ... 13A (EN60335)
Cranking current effective ... 230A (RMS)
Cranking current average ... 150A (EN60335)
Power input ... 0.5/3.0kW

Fuse ... 80Ax 1

Dimensions ... 200 x 190 x 270mm
Weight .. 10kg

Stock Box  Price
No. Description Qty each
40179 Starter/Charger - €200.18P
40622 Spare 80A Fuse -  €250P
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12V 135A Battery Starter/Charger

For garage and workshop use. The starter/charger has
thermal overload protection, polarity inversion and a

Specification: Specification: carrying handle. Carton packed.

Charging output ... 12124V Charging output ... 12124V Specification:

Input-single phase ... 230V AC Input-single phase ... 230V AC Charging output . 12v

Charging current effective .. 75A (RMS) Charging current effective .. 35A (RMS) Input-single phase ... 230V AC

Charging current (average) .. 50A (EN60335) Charging current (average) .. 20A (EN60335) Charging current effective ... 18A (RMS)
Cranking current effective .. 500A (RMS) Cranking current effective .. 300A (RMS) Charging current average ... 12A (EN60335)
Cranking current (average) .. 330A (EN60335) Cranking current (average) .. 220A (EN60335) Cranking current effective ... 135A (RMS)

Power input ... 1.7-7.5kW (max.) Power input ... 1-6kW Cranking current average ... 100A (EN60335)
Fuse ... 1x100A Fuse ... 1x50A Fuse ... 50Ax 1

Dimensions ... 450 x 320 x 700mm  Dimensions ... 400 x 300 x 640mm  Dimensions ... 200 x 190 x 210mm
Weight .. 26kg Weight .. 19kg Weight .. 6kg

Stock Box  Price Jl Stock Box  Price jl Stock Box  Price
No. Description Qty each il No. Description Qty each il No. Description Qty each
40181 Starter/Charger - €441.58P 40180 Starter/Charger - €286.73P 40178 Charger - €136.80P
40592 Spare 100A Fuse - €7.32P 40576 Spare 50A Fuse - €250P 40576 Spare 50A Fuse -  €250P
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Prices are list, each and exclude VAT.



