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section 2 workshop equipment

Important Box Qty info: For your convenience we recommend ordering in box quantity or multiples of box quantity where shown.
You can still order in any quantity unless specifically stated otherwise.

PHJ20-35-65

20-35-65 tonne Pneumatic Trolley Jack
Manufactured to EN 1494 Specifications
Expert Quality, fast lift triple stage air-operated jack.
Manufactured from high quality laser cut steel. Safety
overload protection with dead man’s controls and four
position locking handle. Chrome molybdenum vanadium
pistons with special liquid nitride anti-seize surface. Twin
rubber tyred wheels for ease of movement around
workshop. Supplied with 100mm extension to increase
jacking range. Air-operated with male coupling to receive
air line. Carton packed on pallet.
Specification:
Max. capacity ... 65 tonnes

(65,000kg)
Lifting range @20 tonne ... 180-415mm*
Lifting range @35 tonne ... 180-334mm*
Lifting range @65 tonne ... 180-258mm*
Overall size (approx.) ... 1060 x 335 x 170mm
Weight ... 74.5kg
Operating air pressure ... 100-145psi (7-10bar)
Average air consumption ... 9.5cfm (270L/min)
* without 100mm extension piece

Stock Box Price
No. Qty each
43932 – £2362.50P

1 PHJ15-30

15-30 tonne
Pneumatic Trolley Jack
Manufactured to EN1494 Specifications
Expert Quality, fast lift twin stage air-operated jack.
Manufactured from high quality laser cut steel. Safety
overload protection with dead man’s controls and four
position locking handle. Chrome molybdenum vanadium
pistons with special liquid nitride anti-seize surface. Twin
rubber tyred wheels for ease of movement around
workshop. Supplied with 100mm extension to increase
jacking range. Air-operated with male coupling to receive
air line. Carton packed on pallet.
Specification:
Max. capacity ... 30 tonnes

(30,000kg)
Lifting range @15 tonnes ... 185-370mm*
Lifting range @30 tonnes ... 185-275mm*
Overall size (approx.) ... 805 x 305 x 170mm
Weight ... 51.5kg
Operating air pressure ... 100-145psi (7-10bar)
Average air consumption ... 9.5cfm (270L/min)
* without 100mm extension piece

Stock Box Price
No. Qty each
43933 – £1669.50P
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pneumatic trolley jacks

PH20

20 tonne Pneumatic Trolley Jack
Manufactured to EN1494 Specifications
Expert Quality, fast lift single stage air-operated jack.
Manufactured from high quality laser cut steel. Safety
overload protection with dead man’s controls and twin
position locking handle. Chrome plated piston for long
service life. Twin rubber tyred wheels for ease of
movement around workshop. Supplied with 100mm
extension to extend jacking point. Air-operated with male
coupling to receive air line. Carton packed on pallet.
Specification:
Max. capacity ... 20 tonnes

(20,000kg)
Lifting range ... 215-330mm
Overall size (approx.) ... 665 x 305 x 200mm
Weight ... 48.5kg
Operating air pressure ... 100-145psi (7-10bar)
Average air consumption ... 9.5cfm (270L/min)

Stock Box Price
No. Qty each
43934 – £1071.00P
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Some special features of our pneumatic trolley jacks...

Single or
multi-stage rams.

A compact design for
easy access to the

lifting point.

Simple 'raise/lower'
system and lever to allow

handle to lay flat.

PRODUCT
INFORMATION
This symbol appears next
to products that can only be
delivered on a pallet. Prior
to purchase, please ensure
you have adequate facilities
to unload palletized
deliveries. Deliveries can be
arranged using specialised
transport, but this will incur
additional delivery costs.

THIS RANGE IS IDEAL FOR USE IN
THE HEAVY GOODS, PUBLIC
TRANSPORT, UTILITY AND

AGRICULTURAL WORKSHOP
ENVIRONMENTS.

All the trolley jacks on this
page are made in Europe.


