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section 6 levels/measuring

Important Box Qty info: For your convenience we recommend ordering in box quantity or multiples of box quantity where shown.
You can still order in any quantity unless specifically stated otherwise.

D992

250mm Digital Angle Finder
Expert Quality, for angle finding in various
applications. Anodized finish with lockable
adjustable blade. LCD with LED backlight display
with various functions including level, pitch,
presets with buzzer. LCD readout reads 'right way'
when turned through 180°. Accuracy 0.1° Display
packed.

Stock Box Price
No. Qty each
03077 – £93.82D
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D985-41P

Plumb Site® Dual View™ Box Section Levels
with Ergo Grip™ Handles
Manufactured to GS Specifications
Expert Quality, with front viewing Plumb Site® Dual View™ vial. Aluminium box
section extrusion with milled top and base (except 1800mm), electrostatically powder
coated and baked with polyester acrylic paint with Ergo Grip™ nonslip soft grip
handles, tough bi-material end caps, one horizontal (1800mm has two) and two
vertical vials. Accuracy 0.5mm per 1M = 0.029° in standard position. Manufactured for
Draper Tools by Kapro. Sold loose with display hanger.

Stock Box Price
No. Length Qty each
44436 600mm – £38.34D
44437 900mm – £45.62D
44438 1200mm – £52.86D
44439 1800mm – £82.64D
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D985-41P/BAG/

Plumb Site® Dual View™ Box Section Levels
with Ergo Grip™ Handles
Manufactured to GS Specifications
Expert Quality, front viewing Plumb Site® Dual View™ vial. Aluminium box section
extrusion with milled top and base (except 1800mm), electrostatically powder coated
and baked with polyester acrylic paint with Ergo Grip™ nonslip soft grip handles,
tough bi-material end caps, one horizontal and two vertical vials. Accuracy 0.5mm per
1M = 0.029° in standard position. Manufactured for Draper Tools by Kapro. Each level
is supplied with a carrying bag with shoulder strap.

Stock Box Price
No. Length Qty each
45370 1200mm – £64.76D
44501 1800mm – £89.94D
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Top quality innovative levels from

2
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digital angle finder

Digital readout with backlight gives
very accurate ‘level’ readout with pre-

set buzzer that tells when ‘level’ is
attained. Readout reads ‘right way’

when turned through 180°

Shockproof acrylic
vial for supreme

accuracy.

Lockable,
adjustable

blade.

DAVE SAYS
The ‘Plumb Site® Dual ViewTM’ vial allows the
tradesman to stand opposite the surface to ensure it
is level, through a one-to-one reflection of the vial.
That means there is a complete field of vision for a
true plumb reading (no parallax error).
This can save time and money and also reduces
neck strain from awkward viewing angles (see fig B).

DA
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QUALITY MAKES THE
DIFFERENCE

✓ ✗


