
INV80

80A 230V Arc/TIG Inverter Welder Kit

Compact, portable low power consumption machine for TIG and MMA welding.
Features: • DC scratch start • Cold electrode start • Anti-stick device
• Thermal overload protection • Fan assisted • Shoulder strap on machine
Supplied complete with electrode holder and earth lead, face mask and welding
brush. Fitted with a BS moulded plug and 2M (approx.) cable and carrying case.
Specification:
Output amperage range ... 10-80A
Input current ... 13A
Amps at 60% duty cycle ... 65A
Electrode size ... 1.6-2.5mm
Open circuit voltage ... 70V
Dimensions ... 105 x 240 x 150mm
Weight ... 2.8kg

Stock Box Price
No. Qty per kit

89760 – £190.00P
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MW182AT

180A 230V Gas Turbo MIG Welder

Features: • Euro torch connector • Six stage power
setting • Variable wire speed control • Thermal overload
protection • Turbo fan • Spot weld timer, burnback and
soft start • Earth clamp • Reinforced bottle holder
• Up to 15kg wire spool capacity
Supplied complete with: 0.6/0.8mm wire feed roller,
wheel kit, swivel joint Euro fit welding torch, gas bottle
holder and chain restraints and 1.5M of gas hose.
Carton packed on pallet.
Specification:
Rated max. supply current ... 26A
Rated eff. supply current ... 12A
Input current ... 16A
Output amperage range ... 40 - 180A
Amperage at 60% duty ... 75A
Open circuit voltage ... 19.5 - 33.5V
Wire sizes

mild steel ... 0.6 - 1.0mm
stainless steel ... 0.8 - 1.0mm
aluminium ... 0.8 - 1.0mm

Wire spool capacity ... up to 15kg
Dimensions ... 850 x 380 x 750mm
Weight ... 54kg
Regulator supplied separately

Stock Box Price
No. Qty each

43951 – £887.00P
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MW302AT PRO

300A 230V Gas Turbo MIG Welder

Features: • Euro torch connector • Twelve stage power
setting • Variable wire speed control • Thermal overload
protection • Turbo fan • Spot weld timer, burnback, soft
start, 2T and 4T modes • Earth clamp
• Reinforced bottle holder • 15kg wire spool capacity
Supplied complete with: wheel kit, 0.6/0.8mm and
1.0/1.2mm wire feed rollers, gas bottle holder and chain
restraints, 1.5M of gas hose, swivel joint Euro fit welding
torch and earth clamp. Carton packed on pallet.
Specification:
Rated max. supply current ... 42A
Rated eff. supply current ... 21.5A
Input current ... 16A
Output amperage range ... 30 - 300A
Amperage at 60% duty ... 150A
Open circuit voltage ... 18.5 - 45V
Wire sizes

mild steel ... 0.6 - 1.2mm
stainless steel ... 0.8 - 1.2mm
aluminium ... 0.8 - 1.2mm

Max. welding thickness ... 10mm - mild steel
Wire spool capacity ... up to 15kg
Dimensions ... 900 x 520 x 1050mm
Weight ... 90kg
Regulator supplied separately

Stock Box Price
No. Qty each

43952 – £1824.00P
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