welding accessories

NEW ';

SWC1

Set of two spot weld cutters to drill out welds on body
panels. Pilot drill ensures accurate cut. Cutters screw
onto hexagon shank and are reversible for extra long

life. Shank size 7mm. Display packed.

Contents: 1 x 38" and 1 x 516”

57624 =

£18.08D

LAPR

Split suede leather with neck loop, front pocket and
waist ties. Packed in polythene bag with display card.

NEW

09699 - £20.08D Manufactured to EN13479

General purpose medium coated rutile type mild steel
electrodes suitable for all types of welding joint. Low
spatter and self-releasing slag. Manufactured by SIF for
Draper Tools. Supplied in packs of 5kg. Carton packed.

Order number of packs required

77167 WSIF25  2.5mm 265 - £24.50D

77168 WSIF32  3.2mm 170 - £23.98D

77169 WSIF40  4.0mm 115 - £23.78D
NEW

WG

Manufactured to EN388 and 407 Standards
Fully lined leather, packed in polybag.

CE approved for structural steel

6013 general purpose mild steel electrode which runs
smoothly and leaves an attractive weld bead. Supplied
in resealable tubes .

Order number of tubes required

79364 Large - £572D

09582 W420R  2.0mm 8 - £5.20D
09583 W425R  2.5mm 6 - £5.20D
09584 W432R  3.2mm 5) - £5.20D
09585 W440R  4.0mm 4 - £5.20D

NEW

\

Curtain to DIN EN 1598:2002-04

We78

For holding electrodes to maximise their usage. Twist-
Grip handle grips and releases electrode. Maximum load
400A. 5mm jaw opening. Packed in polybag with display

Low visibility PVC curtain supplied with frame. Protects header.
from welding splatter, UV and IR. Carton packed.

08215 ARCELO1 Red - £10.98D
08170 - £155.00D 08372 ARCEL02 Yellow - £10.70D

HEW

Manufactured to EN440 G3Sil (BS2901:A18)
Copper coated mild steel MIG wire, on spools, for
welding mild and medium tensile steel. For impact
toughness down to -20°. For use with Draper MIG
welders and other manufacturers similar machines.
Manufactured by SIF for Draper Tools. Carton packed.

77171 0.6mm 0.7kg - £7.38D
77175 0.6mm 5.0kg - £37.62D
7777 0.6mm 15.0kg - £94.50D
77172 0.8mm 0.7kg - £6.68D
77176 0.8mm 5.0kg - £31.66D
77178 0.8mm 15.0kg - £67.42D
77179 1.0mm 0.45kg - £60.44D
WSIF511 MHEW

Manufactured to EN ISO 18273 and BS2901 4047A
Aluminium alloy wire, on 5009 spools, with 5% silicon
giving excellent flow characteristics and penetration.
Suitable for welding duralumin, cast and wrought alloys
6063 (H9), 6061 (H20) and 6082 (H30). For use with
Draper MIG welders and other manufacturers similar
machines. Manufactured by SIF for Draper Tools. Carton
packed.

77173 - £16.86D

WSIF512 HEW

Manufactured to EN 1SO 14343: 19 12 3 LSi and
BS2901 316 S93

Stainless steel filler wire on 700g spools suitable for
welding 18/8 (304) austenitic stainless steels, providing
good corrosion and wear resistance. For use with
Draper MIG welders and other manufacturers similar
machines. Manufactured by SIF for Draper Tools. Carton
packed.

77174 £31.04D

WSIF0905
NEW

Manufactured to AWS: E71T-GS

Self-shielding low alloy steel MIG wire in 900g spools.
For use with Draper MIG welders and other
manufacturers similar machines. Manufactured by SIF
for Draper Tools. Carton packed.

77180 - £13.36D
Prices are list, each and exclude VAT.



