Draper Expert air tools

Reasons you must consider the

Draper Expert air tool range...

These tools are designed for use in the professional workshop. With features to reduce weight, noise and vibration
ensuring they are comfortable to use, yet strong enough to get the job done. Check out the specification panels for each
tool to see how hard we’ve worked to get them right. For 2010/11 we have introduced a further 13 new air tools, some

with composite bodies, some with soft grip features to complement our existing range.

All the new tools have a | WEW logo adjacent to their entry.

QUALITY ASSURANCE i
Rotating air inlet to
prevent air line tangles

PAUL SAYS

Hand Arm Vibration (HAV) is the
most commonly reported
workplace disease. By July 2010
the daily UK Exposure Limit Value
(ELV) will be 5m/s2 A (8). These
Draper Expert air tools can help
assist in reaching this demanding
new legislation. For full
information and guidance please
visit the excellent HSE website:
www.hse.gov.uk/vibration

Soft-grip body for comfort
and reduced vibration

Compact size
for “go anywhere” work
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SAFETY INFORMATION

Only black finish impact sockets specifically made for the purpose
should be used with impact tools. Chrome plated or normal sockets
are designed with a thinner socket wall for improved access to fixings
and are not designed to cope with the stresses caused by the force
of an impact wrench and may shatter, resulting in personal injury.
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Expert Quality, low noise, low vibration twin hammer

5205PRO 5206PRO

Expert Quality, low noise, low vibration twin hammer

Silenced air exhausts to reduce
workshop noise

action, easy forward and reverse one-hand, push button
operation. Compact size and lightweight with ergonomic
handle design for user comfort. The composite body
makes this a lightweight but rugged tool that reduces

operator fatigue and the 'cold sink' effect. Display carton.

Specification:
Ultimate torque ... 75Ib-ft (102Nm)
Free speed .. 11,000r/min

.. 90psi (6.2bar)

Operating air pressure .
.. 4cfm (114L/min)

Average air consumption

Minimum hose size .. 38"1D

Air inlet ... 14" BSP

Weight .. 1kg

14256 - £99.00P

action and reverse one-hand, push button operation.
Compact size and lightweight with ergonomic handle
design for user comfort. The composite body makes this
a lightweight but rugged tool that reduces operator
fatigue and the 'cold sink' effect. Display carton.

Specification:
Ultimate torque ... 100Ib-ft (136Nm)
Free speed .. 11,000r/min

.. 90psi (6.2bar)

Operating air pressure .
.. 4cfm (114L/min)

Average air consumption

Minimum hose size .. 38"1D

Air inlet ... 14" BSP

Weight .. 1kg

14257 - £99.00P

Composite
bodies for light
weight and less user fatigue

Variable speed for
versatility
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STOCKIST

INFORMATION
REVISED CODES APPLY

TO ALL PRODUCTS ON
THIS PAGE

5202PRO

Expert Quality, low noise, low vibration twin hammer
action, three speed with easy forward and reverse one-
hand, push button operation. Compact size and
lightweight with ergonomic handle design for user
comfort. Rotating air inlet to prevent air lines tangling.
The composite body makes this a lightweight but rugged
tool that reduces operator fatigue and the ‘cold sink’
effect. Display carton.

Specification:
Ultimate torque ... 200Ib-ft (271Nm)
Free speed .. 9000r/min

.. 90psi (6.2bar)

Operating air pressure .
.. 4.4cfm (125L/min)

Average air consumption

Minimum hose size .. 38”1.D

Air inlet ... 14" BSP

Weight .. 1.2kg

43326 - £111.00P

Prices are list, each and exclude VAT.



