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section 12 stud welding

Important Box Qty info: For your convenience we recommend ordering in box quantity or multiples of box quantity where shown.
You can still order in any quantity unless specifically stated otherwise.

SW2200M

2200A 230V Stud Welder
Features • Stud gun with lead and slide hammer attachment • Earth clamp
Supplied complete with chuck for tri hook washer, hook for washers, electrodes for washer and oval washers,
earth terminal clamp, spanner and a selection of fittings
Specification:
Rated max. supply current ... 4kW
Input current ... 16A
Output amperage range ... 400-2200A
Spot welding capacity ... 0.8+0.8mm
Open circuit voltage ... 7.4V

Stock Box Price
No. Qty each
49159 – £703.38P

1

76884 Chuck for holding Tri-Hook Washers S/No. 49225 – £36.88D

76885 Tri-Hook washers 2mm Spot (Pk of 20) use with chuck S/No. 49219 – £19.36D

76886 Copper Electrode for Ø 8x16mm washers,  S/No.49159. – £21.24D

76881 Washer Ø8x16, 1.5mm thick (Pk of 100) – £8.58D

49222 Hook for use with slide hammer and washers 8x16mm – £12.46D

76887 Copper Electrode for M5/M6 screws,  S/Nos.49209-49211. – £22.28D

49209 Self Thread Rivets 5x25mm (Pk of 100) – £18.30D

49210 Self Thread Rivets 5x18mm (Pk of 100) – £16.72D

49211 Thread Rivets M5x18mm (Pk of 100) – £14.24D

76888 Copper Electrode for oval washers,  S/Nos.49237 and 49238. – £63.98D

76889 Oval Washers (Pk of 10) for use with electrode S/No. 49207 – £11.06D

76892 Folded Oval Washers (Pk of 10) for use with electrode S/No. 49207 – £18.46D

76893 Copper Electrode - Sheet Flattening (Pk of 5) – £47.32D

76895 Copper Electrode - Spot Welding – £19.36D

76897 Copper Electrode for crimped wire, S/No.49213 – £22.10D

76898 Crimped Welding Wire (Pk of 10) – £16.02D

76899 Magnetic Support for Crimped Wire – £54.68D

76900 Earth Terminal Clamp – £76.82D

76901 Slide Hammer 1.1kg – £111.50D

Stock Box Price
No. Description Qty per pack

Accessories for Stud Welder S/No. 49159
A range of products suitable for use with the Draper Stud Welder, Stock No. 49159. Generally items are carton
packed or in polythene bags with barcode labels.

76884 76885 76886 76881 49222 76887 49209 49210

49211 76888 76889 76892 76893 76895 76897

76898 76899 76900 76901

Duty cycle ... 3.5%
Torch cable length ... 3M
Earth lead ... 2M
Dimensions ... 320 x 181 x 265mm
Weight ... 20kg

stud welder

DAVE SAYS
The Arc stud welding
process lends itself to
wide range of
applications such as
automotive, marine, light
or heavy construction,
preassembled fabrication
designs and fit up parts
design.

The process entails a metal fastener (weld stud)
which is joined under pressure and sufficiently
heated with an electric arc.

The fastener or weld stud is positioned for
welding through the use of a stud gun. When the
operator activates the stud gun trigger the
fastener (electrode) is welded to the workpiece
without the use of filler metal. The welding
duration is typically one second.

Draper Tools supply all the components required
to stud weld efficiently including accessories that
are essential to do the job correctly with the
minimum of fuss.

See table (right) for ordering information.
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