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5241PRO

Expert Quality, low noise, low vibration workshop air
screwdriver. Lightweight and powerful with a reversing
facility, planetary gear system , quick change chuck and
suspension loop. Externally adjustable cushion clutch for
precise tightening torque. Silenced motor outlet for
maximum user comfort. The composite body makes this
a lightweight but rugged tool that reduces operator
fatigue and the 'cold sink' effect. Display carton

INCLUDES FOUR
INTERCHANGEABLE
CONTACT ARMS

5248PRO

Expert Quality, comprises sander, four interchangeable
contact arms and a selection of polycarbide and
abrasive sanding belts. Uses 6 or 13 x 300mm sanding
belts. Adjustable belt tracking, safety lever and rotating
air inlet to prevent air lines tangling. Blow mould carrying
case and display sleeve.

Contents: « air belt sander « 6mm double-sided contact
arm ¢ 13mm end sanding contact arm ¢ 13mm double-
sided contact arm ¢ 13mm single-sided contact arm ¢ 2
surface preparation polycarbide belts 13 x 300mm ¢ 3
abrasive belts 6 x 300mm ¢ 9 abrasive belts 13 x 300mm
* 3mm hexagon key

Specification:

Belt sizes .. 6.and 13 x 300mm

Specification:

Hexagon drive .. 14"

Free speed ... 1800r/min

Torque .. 10-90Ib-in (1.13-
10.17Nm)

Operating air pressure

.. 90psi (6.2bar)

Operating air pressure

.. 90psi (6.2bar)

Average air consumption .. 4cfm (114L/min)

Minimum hose size .. 38"1.D

Air inlet ... 14" BSP

Weight .. 1.2kg

14197 - £122.00P

5233PRO

Expert Quality, low noise, low vibration with silenced motor outlet for maximum user
comfort. Adjustable exhaust to direct air away from user and workpiece. The
composite body makes this a lightweight but rugged tool that reduces operator fatigue

and the 'cold sink' effect. Display carton.

Specification:
Pad size ... 150mm
Spindle size .. 516" x 24

... 90psi (6.2bar)
.. 4cfm (114L/min)
.. 38"1D

Operating air pressure
Average air consumption
Minimum hose size

Air inlet 14" BSP
Weight . 1.1kg
14198

.. 4cfm (114L/min)

Average air consumption .
.. 22,000rpm

Free speed .

Minimum hose size .. 38"1.D

Air inlet size ... 14" BSP

Weight .. 1kg

14263 — £236.00P

5231PRO

NEW

Draper Expert air tools
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INCLUDES FIVE

INTERCHANGEABLE
CONTACT ARMS

NEW

5294PRO

Expert Quality, comprises sander, five interchangeable
contact arms, side handle and a selection of
polycarbide and abrasive sanding belts. Uses 6, 10, 13
and 20mm x 460mm sanding belts. Adjustable belt
tracking, safety lever and rotating air inlet to prevent air
lines tangling. Adjustable exhaust. Blow mould carrying
case and display sleeve.

Contents: ¢ air belt sander * 6mm double-sided contact
arm » 10mm end sanding contact arm ¢ 13mm double-
sided contact arm * 20mm double-sided contact arm ¢
surface preparation polycarbide belt 13 x 460mm
surface preparation polycarbide belt 20 x 460mm ¢
abrasive belt 6 x 460mm ¢ 3 abrasive belts 10 x 460mm
abrasive belt 13 x 460mm ¢ 2 abrasive belts 20 x 300mm
« side handle * 4mm hexagon key. Specification:

Belt sizes ... 6,10, 13 and 20 x 460mm
Operating air pressure .. 90psi (6.2bar)

Average air consumption ... 4cfm (114L/min)

Free speed ... 18,000rpm

Minimum hose size .. 38"1.D

Air inlet size ... 14" BSP

Weight .. 1.3kg

14261 — £263.00P

Expert Quality, low noise, low vibration, low weight with soft grip handle. One or two

handed operation due to double action control lever. Suitable for use with centralized
dust extraction vacuum system. Ideal for working on body filler and contoured

Specification:

Pad size

Spindle size
SANDING Orbit diameter
DISCS Orbits per minute

Operating air pressure
Average air consumption
Minimum hose size

Air inlet

Weight

150mm dia. sanding discs
for Item Nos. 4 and 5 are
shown on page 544 - ltem
Nos. 2 and 3.

- £133.00P 47622

surfaces. The composite body makes this a lightweight but rugged tool that reduces
operator fatigue and the ‘cold sink’. Display carton.

.. 150mm

' AIR LINE

. 516" x 24

.. 5mm FITTINGS

.. 10,000 AIR TOOL HOSES
.. 90psi (6.2bar) AND FITTINGS

A complete range of air

-+ 8.0cfm (85L/min) tool hoses and fittings is

.. 38"1.D shown on pages 587-593
... 14" BSP
.. 1kg

- £152.00P

Important Box Qty info: For your convenience we recommend ordering in box quantity or multiples of box quantity where shown.
You can still order in any quantity unless specifically stated otherwise.



