
AIR LINE FITTINGS
AIR TOOL HOSES 
AND FITTINGS
A complete range of air tool
hoses and fittings is shown
on pages 601-605.

PAUL SAYS
Health and Safety executive guidance
regulations recommend a flexible isolating hose
to be used between the air tool and coupling,
thus isolating the tool’s vibration; this is called a
“whip” hose. The international standard (ISO
6150)  recommends a minimum of 300mm of
flexible hose to be used between a vibrating tool
and quick-action coupling. See Item No. 5.

PA
ULSAYS

QUALITY ASSURANCE
MAKES THE DIFFERENCE

tyre inflators
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600 Prices are list, each and exclude VAT.
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TI ACCURA

PCL Accura 1 Digital Tyre Inflator
Expert Quality, digital readout professional quality tyre
inflator with clip-on connector suitable for use in
transport depots and tyre fitting bays where speed and
accuracy are paramount. Lightweight and shockproof
with a biomorphic handle together with the direct valve
mechanism provide user comfort and excellent rates of
inflation/deflation. The pressure is checked by a robust
ceramic sensor allowing precise measurement with
tolerances well above the industry standard EC86/217.
Reads in psi only. Supplied complete with 3V lithium
battery. Carton packed.
Specification:
Inflation flow ... 910L/min@13bar
Inflation range ... 0-174psi
Inlet pressure (max.) ... 218psi
Supply inlet ... 1/4" BSP taper (F)
Hose length ... 1.8M (approx).

Stock Box Price
No. Description Qty each
42598 Inflator – £98.70P
03258 Sp. Hose Connector – £38.76P
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7.6M Nylon Recoil Air Hoses
DIY recoil type air hose which allows good access to
working areas. Supplied complete with spring protection
guards and male brass end fittings, one 360° swivel the
other fixed. Display packed.
Stock Part Hose Box Price
No. No. Connections Qty each
52662 4225/1A 1/4" BSP male – £11.40D
52663 4225/2A 3/8" BSP male – £19.54D
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11.5M Heavy Duty Nylon Recoil Air Hoses
Hoses manufactured to BS5409 Specifications
Recoil type air hose which allows good access to
working areas. For the workshop and industrial user.
Supplied complete with spring protection guards and
360° swivel end male fittings. Maximum working
pressure at 20°C; 1/4" BSP - 1.7MPa (255psi) or 3/8"
BSP - 1.9MPa (285psi). Display packed.
Stock Part Hose Box Price
No. No. Connection Qty each
76981 4282C 1/4" BSP male – £34.00D
76982 4283C 3/8" BSP male – £44.86D
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4311

Whip Hoses
Manufactured to BS Specifications
Health and Safety Executive guidance regulations
recommend a flexible isolating hose to be used between
the air tool and coupling, thus isolating the tool’s
vibration. Supplied complete with PCL adaptor and
appropriate male tailpiece. Hose length: 600mm
(approx). Display packed.
Stock Male Hose Box Price
No. Thread I/D x O/D Qty each
54438 1/4" BSP 7 x 14mm – £8.04D
54439 3/8" BSP 10 x 17mm – £9.56D
54440 1/2" BSP 13 x 21mm – £11.20D
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CONNECT KIT

1/4" Standard Air Tool Connection Kit
Air tool connection kit consisting of high pressure PVC
hose, PCL coupling set and female coupling. Sold loose.
Contents:
• Air line hose, 15.2M x 1/4" bore, Stock No. 36939
• Air line coupling set, 1/4 BSP, Stock No. 37844
• 1/4" Parallel female coupling, Stock No. 37827

Stock Box Price
No. Qty per kit
64503 – £45.20D
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CONNECT KIT HD

3/8" Heavy Duty Air Tool Connection Kit
Air tool connection kit consisting of high pressure PVC
hose, whip hose, PCL male taper, female parallel and
female safety couplings. Sold loose.
Contents:
• Air line hose, 15.2M x 3/8" bore, Stock No. 36941
• Health & Safety whip hose, 600mm x 1/4", Stock No.

54438
• Air line coupling set, 1/4 BSP, Stock No. 37844
• 1/4" Parallel female coupling, Stock No. 37827

Stock Box Price
No. Qty per kit
64508 – £61.90D
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TI AIRFORCE

PCL Airforce Analogue Tyre Inflator
Analogue professional quality tyre inflator with clip-on
connector suitable for use in transport depots and tyre
fitting bays where speed and accuracy are paramount.
Lightweight and shockproof bourbon tube/beryllium
construction together with the direct valve mechanism
provide user comfort and excellent rates of
inflation/deflation. The pressure is checked by a robust
ceramic sensor allowing precise measurement with
tolerances well above the industry standard EC86/217.
Reads in psi/bar/kPa. Carton packed.
Specification:
Inflation flow ... 910L/min@13bar
Inflation range ... 0-12bar/174psi/1200kPa
Inlet pressure (max.) ... 15bar/218psi/1500kPa
Supply inlet ... 1/4" BSP taper (F)
Hose length ... 1.8M

Stock Box Price
No. Description Qty each
42599 Inflator – £63.00P
03258 Sp. Hose Connector – £38.76P
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